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Step 1

First find out this library from the Code file.
Then put it into the Library of IDE.
Step 2

Open IDE(1.0 or 1.52), press File menu, find out Adafruit_NFCShield_I2C from Examples, select the code “iso 14443a-uid” as the below image shows:
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Bfile isol4d43anid pde
Ganthor  Adafruit Industries
Olicense BSD (see License. txt)

This exanple will attenpt to comnect to an ISDL4443A
card or tag and retrieve sone basic information sbout it

that can be used to deternine vhat type of card it iz

Note that you need the band rate to be 115200 bacauze ve need to print

out the data snd read fron the card st the zans tinel

This is an exanple sketch for the Adafruit FIS32 NRC/EFID breakout boards
This Library works with the Adafruit WFC breskout
> https:/fven. adafruit. conforoducts/364
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Press Tools on the menu bar, select Arduino Leonardo:

After that, press Serial Port from Tools menu, select your own one.( Serial Port differs from one PC to another):
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Burn Bootloader

#include Wire 1>
Sinclude Adafrui TS LLTZE. 1>

saesine T @)
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Adafui ¢ WPCShi 1.2 nfc (30, HESED).
weid setup(roid) {

Serial begin (115200).
Serial. printlaCHellel").

ac besin0





Burn the code into the NFC Bridge.
Step 3
After burning the code, you could use the NFC Tag to read the card. The board should be shown like this:
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Found 3 card!

UID Length: 4 bytes
UID Velue: 0xé2 0aGF 0x5C 033




Notice: UID Value differs from one tag to another. Card reading successfully if it is shown” Found a card!” or the STA light on the board blinks continually.
